
Terra natura is decorative paint with white �akes which give an antique look �nish. For interior environments with soft �nish and 
white �akes in the paint. Terra natura becomes fully washable two weeks after application. It is non-toxic VOC (<9,59) L/A 200g/l 
(2010). It can be used in system with NEOPRO primer A and NEOPRO durable paint.

SPECIFICATIONS AND FIELDS OF EMPLOYMENT 

Thinner:  Water 
Drying time: touch dry 2 hours, 6 to 8 between coats 
Yield: 8 to 10m2 per 1 lit
Flammability: Not �ammable 
S46 If swallowed, immediately contact a doctor and show him the packaging and labeling

METHODS OF APPLICATION 
Preparation of the surface
Sandpaper , dust, putty eventual imperfections with NEO putty (in order to obtain a very �ne even 
surface.), and to apply one coat of NEOPRO primer A opportunely diluted with water in relationship 
1:5 until to 1:10 based on the absorption of the support. Leave to dry then apply two coats of NEOPRO 
durable paint opportunely diluted allowing 4 - 5 hours for drying between each coat. 

APPLICATION
Apply with a wool glove or paint-brush with continuous circular movements, in way to evidence the 
cloudy e�ect. After approximately 15 minutes it is advisable to go back over the �nished surface with 
the glove in order slightly press in any �akes which might stick out. 

TECHNICAL DATA
Speci�c weight: 1,300 kg/lit  +/- 30 gr/lit
Colors: to be chosen in the NEO design color chart
Viscosity: thixotropic aspect 
Yield: 7 - 8 m²/lit 
Dilution: ready for use 
Package: Terra Natura is available in 1 lit and 4 lit  polyethylene cases 
Drying: dry to the touch after 2 hours, completely dry after 24 hours at 20°C
Application: apply with a wool glove or special Terra Natura brush
Preservation: 24 months in the intact packages, away from temperature changes 
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